
Product Highlights

 § Print from any Apple device 
 § Control cash drawer & buzzer 
 § High-speed 300 mm/s printing
 § Small footprint
 § “Drop in & print” paper loading

Use in Hospitality & Retail:

Restaurants | Coffee Shops | Museums
Stadiums | Gift Shops | Apparel Stores 
Hair Salons & Spas
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Print Wirelessly from Any Apple Device
The First Apple AirPrint Certified Thermal POS Printer

Star Micronics TSP654II combines with its high performance, maximum 
reliability, and hassle-free Apple AirPrint compatibility, the Star Micronics 
TSP654II AirPrint stands out as an industry-leading POS printer.  With the 
addition of AirPrint, all Apple users can now print without hassle. 

 § Print receipts, tickets, and coupons on the go
 § Control the cash drawer and buzzer via the printer

AirPrint comes pre-installed on all Apple devices and automatically detects 
the TSP654II printer when the devices are on the same private network. It 
works right out of the box and does not require installation of any special 
software or drivers. 

The TSP654II offers “drop in & print” paper loading, 300 mm/s high-speed 
printing, and an auto cutter for speed and convenient use. An optional splash 
proof cover provides extra protection in restaurant environments. 

Star Micronics TSP654II is the ideal AirPrint POS printer.

TSP654II AirPrint®
The First Industry AirPrint POS Printer



PART NUMBERS
TSP654II AirPrint WHT 39481860
TSP654II AirPrint GRY 39481870

Options:
Splash-Proof Cover 
Buzzer/Ticket Alarm  
Vertical Stand 
Extended Warranty

KEY FEATURES
 § AirPrint Certified for Wireless Printing from any Apple Device
 § No Software Integration Needed
 § Fast: 60 RPM* (300mm/s)
 § Reliable Guillotine Auto Cutter
 § Horizontal & Vertical Use
 § Drop-In & Print Paper Loading

PHYSICAL CHARACTERISTICS 
Dimensions:  140 (W) x 132 (H) x 202 (D) mm
Weight:   1.72 kg

OPERATING SYSTEM SUPPORT
Apple Mac OS X & iOS

CONNECTIVITY

Ethernet & WLAN, CloudPRNT and AirPrint

TECHNICAL SPECIFICATIONS
Method:  Direct Thermal 
Paper Width:  80mm / 58mm
Paper Thickness:  0.053 – 0.085mm
Paper Roll Diameter:  83 mm 
Resolution:  203 dpi (8 dots/mm) 
Speed:  60 RPM (300mm/s) 
Receipt Length:    5.5” (Apple AirPrint Spec.)

WHAT’S INCLUDED
Setup Guide

Power Switch Cover 

Start-Up Paper Roll 

External Power Supply

Wireless USB Adapter (for WLAN and Airprint models)

Reliability:
Printer :  MCBF 60 Million Lines
Cutter :  2 Million Cuts

Vertical StandBuzzer (optional)

Easy Drop-In & Print Splash-Proof Cover 
(Optional)
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For Further Information
Sales:  1-800-782-7636 x107
Technical Support:  1-800-782-7636 x105
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TSP654II AirPrint®
The First Industry AirPrint POS Printer

2-Year Warranty

Wall Mount Bracket

Vertical Mount Pads

58mm Paper Guide 

* Receipt Per MInute


